
ERRATA (as of 24 January 2012) 
 
Chapter 2 

• p. 23, 6th line down: should read “…of the nasal cavity (for a nasal consonant)…” 
• pp. 38-39: text says figure 2.22 is a power spectrum, but it’s actually a spectrogram 

(caption says spectrogram)  
• p. 50, 4th line down: vowels should be vowel  

Chapter 3 
• p. 75, 25th line down: the colon should be omitted  
• p. 78, 11th line down: track should be tract  

Chapter 5  
• p. 148, caption for Figure 5.8:  It should read “…Arrows represent the gliding of 

diphthongs.” 
• p. 169, last line of middle paragraph: lousy wording.  It would be better as “…can’t be 

skewed by whether the corners of the vowel envelope are filled.” 
• p. 177, figure 5.28:  The scales on the y-axis are messed up.  It’s supposed to be a 

logarithmic scale.  
Chapter 7  

• p. 234: The wording in the section titled “Ratios of harmonic amplitudes” is confusing.  
The first paragraph discusses computing ratios of amplitudes of different harmonics, but 
the third paragraph indicates that the difference of amplitudes of harmonics is computed.  
Actually, both are right, but you wouldn’t know that from the text.  What you should do 
is compute the difference in decibels between harmonics.  However, because the decibel 
scale is logarithmic, when you compute a difference in decibels, you’re actually getting a 
ratio in terms of absolute amplitude. 

• p. 246:  In line 11, it should read P1, not A1  
• p. 248:  In Table 7.3, sgA1-P0 and sgF1-FP0 have the same description; sgA1-P0 is 

correct, but sgF1-FP0 should be the frequency of F1 and P0.  
Chapter 10  

• On p. 277, line 23, it should read “…would increase the perceptual distance between 
sounds…” (not perceptual similarity) 

• On p. 288, in figure 10.9, Cleveland is misspelled  
Index  

• pp. 346-47: the items invariance and inverse LPC filtering are out of order 
• p. 348: in the line under linear predictive coding,  adjustment of should be indented 
• p. 353: in the line under spectral tilt, modification of should be indented 
• p. 356: in the line under zeroing (of a signal), band zeroing should be indented 

 
 
 


